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B. Equipment to be furnished and/or installed by the Contractor.
” ” _g Al equipment in this list shallhave cotdlog cuts submitted for approvalprior to installation,
l ﬂ Q Category
§ Cade No. Quantity Units Description
A 8024 465 LF 2 in. polyvinyl chloride [Schedule 801 electrical conduit -~ trenched.
3 8033 2 EA Handhole.
8039 1450 LF 12 pair communication cabile, (jelly filled) Voice Grade Telemetery Cable (No. 19 AW.G.).

CONSTRUCTION DETAILS

GEOMETRIC REVISTONS APPROVALS :
ROMETRIE LEGEND A Use existing base mounted cabinet/control fer. @ MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
T w=== EX]STING GEOMETRICS B. Use existing stee! strain poie. ) Of‘f‘l'c.e Of Traffl‘c & Safely
PROPOSED GEOMETRICS C. Use existing handhole. | I ] [ | TEAM LEADER, TRAFFIC ENGINEERING DESIGN DIVISION
D. Use existing conduit. TRAFFIC ENGINEERING DESIGN DIVISION
UTILITY LEGEND E. Use existing span wire. 2 ;E'e ( Interconnect Signal Plan)
G ¢ GAS MAIN F. Install handhole. j W’ y K f ] i j i ASST. CHIEF TRAFFIC ENGINEERING DESIGN DIVISION
w W WATER MAIN 6. Install 2 in. polyvinyl chioride [Schedule 80] eiectrical conduit - trenched. m %. MD ‘770 fram Bay MeadOW Df/COSfCO En[r
s— s SEWER MAIN H. Installed as part of traffic signal plan for B 710 (Ordnance Rd) at George J6 to George Bachman Park Entr./Home Depot Entr.
i E g;gg;Ré;A?QBLES Bachman Park/Home Depot Entr. p | | | | | CHIEF, TRAFFIC ENGINEERING DESIGN DIVISION DRAWN BY: ﬁrFrqz.’}k Hoeckel FAD NO. :i\_l/A N TS NO.
T T TELEPHONE CABLES H10-931-6600 SCALE: COUNTY: Anne Arundel r.1M.S. NO.
- Lax H0-931-6601 l t [ i [ DIRECTOR, TRAFFIC & SAFETY DATE: June 21, 2000 LOG MILE: D780 i 3 0OF 3
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